'PERFORMANCE DATA" PRODUCTS LISTING (PDPL)

ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.
CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.1 Anchoring Epoxies
98-020 CCS Grout’ DoweIIRe bar/BOIt Product is a two component, high modulus and creep resistance ASTM C 881, Type IV, Grade 1 10/00
= epoxy paste adhesive designed specifically for grouting dowels,
ChemCo Systems, Inc. . ) bolts and rebar in hardened concrete, masonry and stone aow
John Bors @ 650 802 1095, CA (California) or moderate ambient temperatures when a short worki»@
Local Rep.: None life/cure is desired.
92-168 CIA-GEI Epoxy Product is a structural epqy %esin. It is used to anchor ASTM C 881, Type I, Il & IV, 10/00

Covert Operations, Inc.
@ 562 986 4212, CA (California)
Local Rep.: Alternative Supply
801 576 1671

threaded rod and reinjorcing dowels to hardened concrete and

Masonry.

Grade 3, Class B,C, D, E, & F

02-039 Rescon Gel Anchor LV, FS
Dayton Superior Chemical Corp.
Darryl Anderson @ 303 286 9071, CO (Colgrade)
Local Rep.: Forshor
801 487 1656

02-041 Rescon Gal Anchor FS
Dayton Superior Chemical Corp.
Darryl(Anderson @ 303 286 9071, CO (Colorado)
LocaiRep.: Forshor
801 487 1656

Product is a fast set pumpable two component 100% solids, ASTM C 881, Type II, Grade 3, 8/02
high modulus, moisture tolerant epoxy gel adhesive for Class B & C
anchoring dowels, bolts and reinforcing steel. :
Product is a fast set, two component, 100% solids, high ASTM C 881, Type LILIV and V, 8/02

modulus, epoxy gel adhesive for anchoring bolts, dowels and
reinforcing steel in concrete.

Grade 3, Class B & C.
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ID # [X-File #] Product Trade Name / Manufacturer
CATEGORY Contact Reference

A.1 Anchoring Epoxies

Rescon Gel Anchor
Dayton Superior Chemical Corp.
Darryl Anderson @ 303 286 9071, CO (Colorado)

Local Rep.: Forshor
801 487 1656

02-042

Product Description and

Manufacturer Suggested Use

Product is a two component, 100% solids, high modulus, epoxy
gel adhesive that is moisture tolerant for anchoring bolts,
dowels and reinforcing steel in concrete.

Vendor Certifies Rev.

Compliance With: Date

ASTM C 881, Typed, I, [V'and V, 8/02
Grade 3, Class R & €

95-114

99-060

Product is a 100% solids, high modulus, high strength époxy ASTM C 881, Type I & 11, Grade 2, 10/00
Davton Superior Chemical Cor| bonding adhesive. Bonds fresh concrete to hapdensé~concrete and Class B & C
Art¥7\/eiss @ ;)00 745 3708. 1L, (Illinois)p. steel to fresh or hardened concrete.
Local Rep.: Dayton Superior (Pat Fordham)
801 942 0057
Sure-Anchor Epoxy (J-50) Prlodtjz* fs & }00% Sholid& izglh-mgduh;sv ht’s’h s‘tr;ng{hv oy ASTM C 881, Type I & II, Grade 3 10/00
Dayton Superior Chemical Corp. gel drlhesiye for anchoring bolts, dowels and reinforcing stee Class B & C
into concrete.
Art Weiss @ 800 745 3708, IL (Illinois)
Local Rep.: Dayton Superior (Pat Fordham)
801 942 0057
99-148 Sure Anchor | (J-51) Pmdu;t is 100% solids, high modulus and StrengthAepvox)f gel ASTM C 881, Type L IL IV & V, 10/00
Dayton Superior Chemicait€arp. Ziﬁ;}sl:zti COD,,eCS,fZed to anchor bolts, dowels and reinforcing Grade 3, Class B & C, except for gel
Jerome Ford @ 800 745 376'A, Iy (11linois) time
Local Rep.: Intermouiitain iConcrete Specialty
801 #8¢,5311
Five Star RS Anchor Gel Product is a rapid setting, two component, 100% solids ASTM C 881, Type I & IV, Class B 10/00
Five Star Products. Inc structural epoxy for anchoring rods, bars and bolts in concrete. & C. Grade 3
’ - )

Chris Piekos @ 203 336 7900, CT (Connecticut)

Local Rep.: Gene Silvey/Five Star
360 225 6468
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.1 Anchoring Epoxies

01-061

99-092

96-082

98-017

98-085

HIT RE 500
Hilti, Inc.
Christian Fogstad @ 970 494 1666, CO (Colorado)
Local Rep.: Jim Carpenter
801 209 7004

Product Description and

Manufacturer Suggested Use

Product is a two part anchoring epoxy to anchor threaded bars
and rebar to concrete.

Vendor Certifies

Compliance With:

ASTM C 881, TypeAV)\Grade 3,
Class A, B, C excepinesl time

10/01

HSE-2421 High Strength Epoxy
Hilti, Inc.
William Gould @ 719 282 8719, CO (Colorado)
Local Rep.: Hilti, Inc

801487 1502

Product is a high strength anchoring epoxy for concrete \ana
doweling operations. It replaces Hilti's HSE 2"

ASTM C 881, Type 1V, Grade 3,
Class A, B, C except gel time

10/00

EPCON Granite 5 Epoxy

ITW Ramset/Red Head

Christopher La Vine @ 630 350 0370, IL (Illinois)
Local Rep.: same as above

Produgtds o geanite filled, slow cure, epoxy injection system.
Desiyuedor high strength, low deflection anchor or dowel rod
{nstallation in solid concrete or masonry construction fastening
applications.

ASTM C 881, Type 11, Grade 3

10/00

EPCON Ceramic 6 Epoxy

ITW Ramset/Red Head

Amy Kolczak @ 630 3500570, ¥L"(Illinois)

Local Rep.: Intermouiitain Fastening Systems
801 466 0307

Product is a ceramic-filled epoxy used for anchoring threaded
rod, rebar and dowel rod into solid concrete and hollow block.

ASTM C 881, Type IV, Grade 3

10/00

Cancresive 1420
Master Builders, Inc.
Chris Ball @ 216 831 5500, OH (Ohio)
Local Rep.: Conesco
801972 8777

Product is a 100% solids, two component general purpose epoxy
adhesive, designed for anchoring of fasteners, rebar and dowels
into concrete.

ASTM C 881 Type I, Grade 3, Class
B

10/00
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.1 Anchoring Epoxies

92-105

02-045

02-046

92-149

99-023

Power Fast Epoxy aka Foil-Fast Inj.
Powers Rawl Company

Clyde Burnett @ 914 235 6300, NY (New York)
Local Rep.: Rawl Plug-Salt Lake

Product Description and

Manufacturer Suggested Use

A two-part structural epoxy anchoring system for use in
concrete. Available in foil packs for better dispensing methods
and ease of disposal.

Vendor Certifies
Compliance With:

ASTM C 881, Typed 1L, IV & V

10/00

Sikadur Anchor Fix-3FS

Sika Chemical Corporation

Scott Isaac @ 800 933 7452, NJ (New Jersey)

Local Rep.: Intermountain Concrete/Smalley & Co.
801486 5311

Product is a 100% solids, moisture tolerant, high.moduwlus,
high strength structural epoxy.

ASTM C 881, Type I, I, IV and V.

8/02

Sikadur Anchor Fix 4

Sika Chemical Corporation

Scott Isaac @ 801 282 5440, NJ (New Jersey)

Local Rep.: Intermountain Concrete/Smalley & Co.
801486 5311

Produgtds & e component, solvent free, moisture tolerant,
high\wodwlus, high strength structural epoxy.

ASTM C 881, Type I, I, IV and V.

8/02

Sikadur Injection Gel

Sika Chemical Corporatioiy

Scott Isaac @ 801 282 5446, JT(Utah)

Local Rep.: Intermougitain Concrete/Smalley & Co.
801 #8¢,5311

Non-abrasive epoxy used for grouting and crack repair. May be
used on structural crack repairs NOT exceeding 1/4" width.
Available in no-mix, 13-fl oz disposable cartridges.

ASTM C 881, Type I, Grade 3, Class
B, C.

9/01

Sikkaddar DOT-SP13

Sika Chemical Corporation

Mark Tharnish/ Scott Isaac @ 801 282 5440, UT (Utah)

Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 5311

Product is a two component, 100% solids, high strength
structural epoxy. Formulated for grouting/anchoring of dowel
bars in concrete.

ASTM C 881

10/00
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ID # [X-File #] Product Trade Name / Manufacturer

Product Description and

Vendor Certifies

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.1 Anchoring Epoxies
00-090 Set ngh Strength Epoxy Product is a two component, 100% solids high strength epoxy ASTM C 881, Typed 15 V& V, 10/00
Simpson Strong-Tie Co. anchoring system. Grade 3, Class R, € \&.D
Russ Silver @ 800 999 5099, CA (California)
Local Rep.: Action Bolt & Stud Welding
916 416 7688
00-091 Epoxy-Tie ET Product is a two component anchoring epoxy based systém jor ASTM C 881 Type I, I, IV & V, 10/00
Simpson Strong-Tie Co. use as a high strength, non-shrink anchor grentingsuaterial. Grade 3, Class B & C
Russell Silver @ 800 999 5099, CA (California)
Local Rep.: White Cap Industries
916 416 7688
00-080 Du ral Fast Set Epoxy LV Produr}: s 4 huo Part 100 % s?lidi)mgistu;’e insensiti;@ hlfh] ASTM C 881, Type I, Class A & B, 10/00
Tamms Industries strength, jast .lvettmg epoxy resin. Designed as an anchor bolt Grade 1
Lroutifor vertical holes.
Kiristin Carlson @ 800 218 2667, OH (Ohio)
Local Rep.: For-Shor, Steve Bright(801 487 1656)
303 487 1977
97-173 U |trabond 1 300 Il;’roduct iS;l ijw; conzp;ngnt, 102‘?; salt}dg szramicj bller;ld epoxy.l ASTM C 881 10/00
. ecommended for anchoring and doweling in vertical, horizonta
U@S Anchor Corp(orl'atlo? and overhead applications.
305 882 8200, FL (Fleriaa
Local Rep.: Utah Fagteners
801 #6¢,6116
97-175 Ultraisond 3 Product is a high strength, ceramic blend epoxy that is hi-mod ASTM C 881 10/00

U.S. Anchor Corporation
@ 800 872 3330, FL (Florida)
Local Rep.: Utah Fasteners
801466 6116

for anchoring or repairing concrete. Ultrafast cure formula
designed for cold weather applications.
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ID # [X-File #] Product Trade Name / Manufacturer

Product Description and

Vendor Certifies

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.1 Anchoring Epoxies
97-253 Anchor—lt HST-ZOO Product is a two compone{zt, 10()7’0 solids epoxy paste adhesive ASTM C 881,Type 51V &V, Grade 10/00
US Anchor Corporation desgnedfor nchor routing. High enplesended seformila 3 Clagg g g
David Iwata @ 800 262 4748, WA (Washington)
Local Rep.: Utah Fasteners
801 466 6116
97-254 AnChor'It HS 200 Prafluct is a two componel.ftt, 100% solids epoxy r:"s‘te adhesive ASTM C 881, Type I, IV & V, Grade 10/00
US Anchor Corporation GSF o 107 aptiaton o) GO »CasAB&C
David Iwata @ 800 262 4748, WA (Washington)
Local Rep.: Utah Fastners
801466 6116
Pro-Poxy 300 Produgtds o selient free, moisture insensitive, two component ASTM C 881-90, Types I & IV, 3/02
01-026 . strudyural\epoxy adhesive. Recommended for grouting bolts,
Unitex ” ; Grade 3, Classes B& C
Jerry Byme @ 816 7700, MO (Missouri) hins ¢nd dowels (vertical or overhead)
Local Rep.: Intermountain Concrete Specialties
801 486 5311
A.2 Bonding/Primer Epoxies
98-065 Serva-Bond # 1 P;Zducz z} a ;oozl/a solid, two component n;odiﬁzd o ASTMC881, Type |, Grade 3, Class 10/00
. . i adhesive for bonding construction materials such as MetaZeal,
Capltal Services of New York Evazote and Plastazote. B&C
Terry Eck @ 800 356%007¢NY (New York)
Local Rep.: Neag
98-019 CCS Grout Low Viscosity Product is a two component, very low viscosity epoxy adhesive ASTM C 881, Type IV, Grade 1 10/00

ChemCo Systems, Inc.
John Burs @ 650 261 3790, CA (California)

Local Rep.: None

designed for low temperature application with automatic meter,
mix and dispense pressure injection equipment.
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ID # [X-File #] Product Trade Name / Manufacturer
CATEGORY Contact Reference

A.2 Bonding/Primer Epoxies

Spec Bond 50 Epoxy Adh.

Conspec Marketing

Allen Hunter @ 800 348 7351, KS (Kansas)

Local Rep.: Champion Fabricating & Supply Co.
801 566 1211

97-153

Product Description and

Manufacturer Suggested Use

Product is a 100% solids hi-mod structural epoxy adhesive used

to bond fresh and hardened concrete to cured concrete, steel to
fresh or hardened concrete, as a grout for anchor bolts, dowels
and rebar.

Vendor Certifies Rev.

Compliance With: Date

ASTM C 881, Typed; 15, IV& V, 10/00
Grade 1, Class €

97-155 Spec Bond 1 QO
Conspec Marketing
Allen Hunter @ 800 348 7351, KS (Kansas)
Local Rep.: Champion Fabricating and Supply
801 566 1211

Product is 100% solids, hi mod, epoxy adhesive designed to
bond firesh and hardened concrete to cured corerdténsteel to
fresh or hardened concrete, as a grout foi’arncho- volts, dowels
and rebar.

ASTM C 881, Type I & II, Class C 10/00

97156  Spec Bond 2(_)0
Conspec Marketing
Allen Hunter @ 800 348 7351, KS (Kansas)
Local Rep.: Champion Fabricating and Supply Co.
801 566 1211

Produgtds &, 1007 solids hi mod epoxy gel adhesive for vertical
and Werhzad bonding applications and repairs.

ASTM C 881, Type I & 1V, Grade 3, 10/00
Class C

97-158 Spec Bond 201 Produ?t is. 100%Asolids, rapig’ setting, hi-mod epoxy gel ASTM C 881, Type I & IV, Class C, 10/00
Conspec Marketing adh;fistve'for ve;;zcal and h;)rlzon'ral overhead bonding Fast Set
Allen Hunter @ 300 348 1350 kS (Kansas) applications and structural repairs.
Local Rep.: Champijadi Fabyicating & Supply
801 H66, 1211
02-040 Rescon Gel Anchor LV Product is a pumpable, two component, 100% solids high ASTM C 881, Type I, I, IV and V, 7/02

Dayton Superior Chemical Corp.
Darryl Anderson @ 303 286 9071, CO (Colorado)

Local Rep.: Forshor
801 487 1656

modulus, moisture tolerant epoxy gel adhesive for anchoring
dowels, bolts, rods and reinforcing steel.

Grade 3, Class B & C.
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

02-043

02-044

97-004

97-006

97-013

Rexcon Epoxy Bonder FS
Dayton Superior Chemical Corp.
Darryl Anderson @ 303 286 9071, CO (Colorado)
Local Rep.: Forshor

801 487 1656

Product Description and

Manufacturer Suggested Use

Product is a fast set, 100% solids, two component, high
modulus, moisture tolerant structural epoxy bonding adhesive.

Vendor Certifies
Compliance With:

ASTM C 881, Typed, If, IVand V,
Grade 2, Class R & €

8/02

Rescon Epoxy Bonder MV
Dayton Superior Chemical Corp.
Darryl Anderson @ 303 286 9071, CO (Colorado)
Local Rep.: Forshor

801 487 1656

Product is a 100% solids, two component, high modulux,
moisture tolerant structural epoxy bonding adlresiés

ASTM C 881, Type I, I, IV and V,
Grade 2, Class B & C.

8/02

Eva Pox Bonder No. 1
E-Poxy Industries, Inc.
@ 518 465 7850, NY (New York)
Local Rep.: Intermountain Concrete, Inc.
801486 5311

Produgrds o, #00 % solid, two component, modified epoxy
adhéyive designed for bonding cured concrete to: steel, cured
toncrte; and other construction materials. Recommended as
boriding agent for Evazote 380, Evazote 50, Plastazote and Eva
Seal. Grout for cracks, rebar retrofit.

ASTM C 881, Type I & II, Grade 2,
Class B & C

10/00

Eva Pox Fresh Concrete-3znder No. 2

E-Poxy Industries, Inc.
@ 800 833 3400, NY (New York)
Local Rep.: Intermouiitain Concrete, Inc.
801 #86,5311

A 100% solids two component modified epoxy adhesive for
bonding fresh concrete to steel, cured concrete, etc.

ASTM C 881, Type 11, Grade 2,
Class B & C

10/00

Eva'Fox Cold Cure Bonder No. 41
E-Poxy Industries, Inc.
@ 518 465 7850, NY (New York)
Local Rep.: Intermountain Concrete, Inc.
801 486 5311

Product is a 100% solid, two component, modified epoxy
adhesive designed for bonding cured concrete to: steel, cured
concrete and construction materials. Recommended as a cold
weather bonding agent for Evazote 380, Evazote 50, Plastazote
and Eva Seal. Used for bonding to concrete and/or steel.

ASTM C 881, Type II, Grade 2,
Class A

10/00
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ID # [X-File #] Product Trade Name / Manufacturer

Product Description and

Vendor Certifies Rev.

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
97-143 American 3000 Epoxy Bonder Paste Product zs a 100% solids high—m'od epox;f ge? adhesive used in ASTM C 881, TypeA; 15, 11X IV &V, 10/00
EDOCO f:;zi:frtzcal and overhead bonding applications and structural Grade 3, Class R &.&
Jan Winn @ 310 834 3401, CA (California) -
Local Rep.: Pride West
801 973 2049
97144 2010 Injection Grout Hi-Mod Lo Viscosity  rProduct is a 100% solids low viscosity epoxy adjesive ibedo ASTM C 881, Type 1, Grade 1, Class 10/00
- restore cracked structural concrete by the pregswrsdiniection
EDOCO ) A ; B&C
Jan Winn @ 310 834 3401, CA (California) method and to grout cracks in a horizonted prane by gravity.
an winn . alirornia
Local Rep.: Pride West
801973 2049
97-145 2000C Ad hesive Binder A'1()0°/ Sokas.tow mod, low vis;osity epoxy adhesive'used asa  ASTM C 881, Type I, IL, IIL, IV, 10/00
EDOCO blzp};a;‘l ."af;f; rz)oxy mortar systems in patching and grouting Grade 1, Class B & C
Jan Winn @ 310 834 3401, CA (California)
Local Rep.: Pride West
801 973 2049
93-018 Euco # 452 System A two-component, high-mod epoxy adhesive. Available as a low-  ASTM C 881 or AASHTO M235, 6/00
Euclid Chemical Co. vzscosztjj OR medium-viscosity gel consistency. Qved for bonding "Epoxy Resin Adhesives".
bicek @ hio) together concrete, steel, ceramic or wood materials.
Ron Kubice 916 927 456Q, (H (Ohio
Local Rep.: Apex Bugding Specialties
801 354 2044
97-122 Etco #452 Epoxy System Product is 100% reactive, two component material designed as ASTM C 881, Type LI, IV & V, 10/00

Euclid Chemical Co.
R.J. Bucheral @ 216 531 9222, OH (Ohio)
Local Rep.: Euclid Chemical Co.

916 781 3434

a moisture insensitive adhesive and binder for fresh concrete
toppings bonded to hardened concrete slabs.

Grade 1, Class B,C, D, E, & F
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

97-123

99-058

99-059

96-029

96-031

Euco #352 Epoxy System
Euclid Chemical Co.
R.J. Bucheral @ 216 531 9222, OH (Ohio)
Local Rep.: Euclid Chemical Co.

916 781 3434

Product Description and

Manufacturer Suggested Use

Product is a 100% reactive, two component material designed
as a moisture insensitive adhesive and binder available in a low
viscosity formulation.

Vendor Certifies

Compliance With:

ASTM C 881, Typed 15 V& V,
Grade 1, Class R, §\JE, & F

10/00

Five Star LV Adhesive
Five Star Products, Inc.
Chris Piekos @ 203 336 7900, CT (Connecticut)
Local Rep.: Gene Silvey/Five Star
360 225 6468

Product is a two component, 100% solids structural epoxy
adhesive used in filling cracks up to 1/4 in.

ASTM C 881, Type I & 1V, Grade 1,
Class B & C

10/00

Five Star Bonding Adhesive
Five Star Products, Inc.
Chris Piekos @ 203 336 7900, CT (Connecticut)
Local Rep.: Gene Silvey/Five Star

360 225 6468

Producgrds o iwe component, 100% solids structural epoxy
adhéyive jor bonding fresh concrete to cured concrete and steel.

ASTM C 881, Type LILIV &V,
Grade 2, Class B & C

10/00

HSC Epoxy Paste Bonding’Agent
Harris Specialty Chemicalsg ie:
@ , FL (Florida)
Local Rep.: Harris Sgecialties Chemicals, Inc.
916 0747038

Product is a two-component, non-sag epoxy paste adhesive.
Formulated for vertical and overhead repairs of structural
concrete.

ASTM C 881, Type 11, Grade 3,
Class B & C

10/00

HSE Epoxy Bonding Agent
Harris Specialty Chemicals Inc.
@ , FL (Florida)
Local Rep.: Harris Specialties Chemicals, Inc.
916 979 7038

A two-component , 100% solids epoxy bonding agent. Product
will develop high early strength and is suitable for applications
at temperatures as low as 50F.

ASTM C 881, Type I, I & IV, Grade
2,ClassB & C

10/00
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

97-075

97-076

97-077

97-078

97-079

Hi-Tech HT-175 SLV

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, MO (Missouri)

Local Rep.: Intermountain Concrete Specialties
801 486 5315

Product Description and

Manufacturer Suggested Use

Product is a solvent free, moisture insensitive, super low
viscosity, high strength, two component general purpose epoxy
resin adhesive.

Vendor Certifies

Compliance With:

ASTM C 881, TypeA, I}, &V, Grade
I,Class B& C

10/00

Hi-Tech HT-500 LV

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, MO (Missouri)

Local Rep.: Intermountain Concrete Specialties
801486 5315

Product is a solvent free moisture insensitive, low.viscosity,” high
strength, two component, general purpose epgisnJ\asin, adhesive.

ASTM C 881, Type LILIV &V,
Grade 1, Class B & C

10/00

Hi-Tech HT-Fluid

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801486 5315

Produgtds o selient-free, moisture insensitive, two component
epoxinadigsive that structurally bonds new concrete to old
Loncr e

ASTM C 881, Type I & 11, Grade 2,
Class B & C

10/00

High-Tech HT-Struct Ge{ast

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 77605\N (New York)

Local Rep.: Intermougitain Concrete Specialties
801 #8¢,5315

Product is a two component, 100% solids, solvent free, moisture
insensitive structural epoxy adhesive.

ASTM C 881, Type I & 1V, Grade 3,
ClassB & C

10/00

High-7Tech HT-Structural Gel

Hi-Tech Structural Epoxy

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801 486 5315

Product is solvent-free, moisture insensitive, low modulus, two
component epoxy binder.

ASTM C 881, Type L IL IV & V,
Grade 3, Class B & C

10/00
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.
CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
97-080 Hig h-Tech HT-Overlay Binder Product is solvent-free, moisture insensitive, low modulus, two ASTM C 881, TypeAil\Grdde 1, 10/00
Hi-Tech Structural Epoxy component epoxy binder. Class B & C
Jerry Byrne @ 816 231 7700, NY (New York)
Local Rep.: Intermountain Concrete Specialties
801 486 5315
93.118  Concressive Standard Paste, LPL A two-component epoxy-resin adhesive designed fox, appiicalion  ASTM C 881, Type I & II, Grade 3, 10/00
- Master Builders. Inc in warm environments where a long working fimeissueeded. Class B & C
’ " This particular product is "LPL" (long p<f lt/2).)) ldeal for
@ 800 824 8441, OH (Ohio) filling joints and voids in concrete awd masonry and bonding
Local Rep.: Master Builders fresh concrete to existing concreté.
801 393 4619
98-084 Concresive Standard LVI Produgrds o iwe component, 100% solid, low viscosity epoxy ASTM C 881 Type I, Grade 1, Class 10/00
Master Builders. Inc adhéyive. Recommended as a high strength binder for grouts and B&C
’ ) fnorto?s and crack injection as small as 0.002 in. and less than
Chris Ball @ 216 831 5500, OH (Ohio) D,
Local Rep.: Conesco
801972 8777
98-086 Concresive Liqu id LPL Product is a two component, 100% solids liquid epoxy bonding ~ ASTM C 881 Type 11, Grade 2, 10/00
= . agent designed for warm environments or where long working
Master Builders, Inc. time is needed. Bonds fresh concrete to existing concrete; fills Class B & C
Chris Ball @ 216 831 5509;QH (Ghio) cracks and voids in masonry
Local Rep.: Conesco
801 0728777
92-171 PCV:Q rg rip Gel A multi-purpose high—visc'osity, high—m(.)d,' epoxy paste adhesive. ASTM C 881-90 or AASHTO 6/00
Powercrete Division of Sto Corporation Usedfor structural bonding, pressure m]ec-tlon‘ of cracks, M235, "Epoxy Resin Adhesives".
. grouting of bolt holes or other repair applications for concrete
Wally Johnson @ 404 346 0755, GA (Georgia) and mortar substrates.

Local Rep.: For Shor
801 487 1656
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

92-173

97-026

97-027

97-028

97-312

Powergrip Adhesive
Powercrete Division of Sto Corporation
Wally Johnson @ 404 346 0755, GA (Georgia)
Local Rep.: For Shor

801 487 1656

Product Description and

Manufacturer Suggested Use

A two-component, low-viscosity, high-modulus structural epoxy
binder. Used for crack injection (pressure or gravity feed),
sealing applications for concrete and mortar substrates.

Vendor Certifies

Compliance With:

ASTM C 881-90 or,XASH7'O
M235, "Epoxy Resin.Adhesives".

6/00

R-302LV Epoxy Injection Resin
Richmond Screw Anchor Co.
Craig Adams @ 800 989 2702, CA (California)
Local Rep.: Apex Building Specialties

801 359 2044

Product is a 100% reactive, two component, low yiscosity, nigh
strength epoxy adhesive. Used for pressure infectionof cracks in
load bearing and non-load bearing structgraicolicrete. Also,
may be used for grouting rebar and for crack sealing.

ASTM C 881,Types L I, IV & V,
Grade 1, Class B & C

10/00

Richmond R-401
Richmond Screw Anchor Co.
Craig Adams @ 800 989 2702, CA (California)
Local Rep.: Apex Building Specialties
801 359 2044

Produgtds &, 100% reactive, two component, medium viscosity
high\strength epoxy adhesive. Recommended for patching
toncrzte floors, bridge decks, concrete pavements, and grouting
vebur and bolts.

ASTM C 881, Type LILIV &V,
Grade 2, Class B & C

10/00

R-304 Epoxy Injection Ggl,
Richmond Screw Anchor Ce
Craig Adams @ 800 989 2702, CA*(California)
Local Rep.: Apex Bugding Specialties

801 859 2044

Product is a two component, 100% reactive, smooth paste, high
strength epoxy adhesive. Used for structural repair of cracked
concrete by injecting full depth into the cracked area.

ASTM C 881, Types L, II, IV& V,
Grade 3, Class B & C

10/00

Richinond R 501

Richmond Screw Anchor Co.

Todd Fraker @ 800 989 2702, TX (Texas)

Local Rep.: Apex Building Specialties
801359 2044

Product is a 100% reactive, two component, moisture
insensitive, medium viscosity epoxy adhesive.

ASTM C 881, Type I1I, Grade 2,
Class Bor C

10/00
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ID # [X-File #] Product Trade Name / Manufacturer

Product Description and

Vendor Certifies Rev.

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
92-141 Sikadur 35, Hi-Mod LV A two component solvent free moisture insensitive low viscosity ASTM C 881, Type 1’&I1,-Grade 1, 9/01
i Sika Chemical Corporation high strength epoxy resin adhesive. Class B, C.
Scott Issac @ 801 282 5440, UT (Utah)
Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 5311
92-147 Sikadur 32, Hi'MOd A rwo-comp;l)ne;zt st;uctural epox)[/l adhisifqe. f?onrlc:fres.", plastic  ASTM C 881, Type L I, IV & V. 9/01
. . : concrete to hardened concrete and steel. Applied\dgjéer mixing in
Sika Chemical Corporatlon a 1:1 ratio. Minimum application tempergiure_ oi’ 40 degrees Grade 2.
Scott Issac @ 801 282 5440, UT (Utah) Fahrenheit.
Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 5311
92.148  Sikadur 31 Hi-Mod Gel A oo Xdast srzwrura; Po pqsrefadhesive. Useful for  ASTM C 881, Type I & II, Grade 3, 9/01
. . . interler, vertical, and overhead repair of concrete as an epoxy
glka Cheg Igcal (;orz:ratlo(n h) {nortlf binder. Easy mix in a 1:2 ratio by volume. Class B, C.
cott Issac 01 282 5440, UT (Uta
Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 5311
97-070 g.'li‘ag: rd 62 c . s st I prodten i i oo dumpproning o S81 10/00
ika Chemical Corporatioiy and wateror i ’ ’ ’
proofing vapor barrier system
Mark Tharnish/ Scott Isaas 1@, 8¢1 282 5440, UT (Utah)
Local Rep.: ICS/Smgiley & Co.
801 8559527
99-021 Siisaadr 52 Product is a two component, 100% solids epoxy adhesive. For ASTM C 881 10/00

Sika Chemical Corporation

Scott Isaac @ 801 282 5440, UT (Utah)

Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 4311

gravity feed of pressure injection of cracks in structural concrete.
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.
CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date

A.2 Bonding/Primer Epoxies
Sikadur 30 Product is a two component, 100% solids high modulus, high ASTM C 881 10/00
Sika Chemical C orp oration strength structural epoxy paste adhesive.
Mark Tharnish/ Scott Isaac @ 801 282 5440, UT (Utah)
Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 5311

99-032

97-303 Rapid Gel {Jrudu.c'{ is a two component, ]00% solids, solvent.free, \poisture  ASTM C 881, Type I & IV, Grade 3, 10/00
Sonneborn insensitive structural epoxy adhesive. Class B & C
Mike McDonald @ 800 433 9517, MN (Minnesota)
Local Rep.; Sonneborn
801 254 2955

EpofiIIE pofil SLV Prf)duc’fl LS(‘A Pigh ]s(t;fer‘zgti{ st;'uctufal bonding epoxy used ASTM C 881, Type LIL IV &V, 10/00
Sonneborn primyzilyor crack injection/repair. Grade 1, Class B & C
Mike McDonald @ 360 330 1303, MN (Minnesota)
Local Rep.: Apex Building Specialties
801 359 2044

97-307

Epogel Product is solvent—_}free, moisture insensitive, low modulus, two ASTM C 881, Type L IL IV & V, 10/00
Sonneborn component epoxy binder. Grade 3, Class B & C
Mike McDonald @ 360 395 %3(3,"MN (Minnesota)
Local Rep.: Apex Buiiding Specialties
801 $5% 2044

97-310

95.038  Re€SLON R303 Epoxy Injection Resin Product s a two component epoxy injecton resin system - ASTM C 881, Type 1 Grade 1 10/00
Symons Corporation esigned to structural rebond cracks, delaminations and hollow

planes in concrete surfaces. Able to penetrate cracks from 5 mils

Todd Fraker @ 303 287 7531, CO (Colorado) 10 250 mils in thickness.
Local Rep.: Conesco
307 265 5050
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.
CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date

A.2 Bonding/Primer Epoxies

02-013 Tamms Dural Bond Produ'ct is a two part, 100% solids epoxy bonding/grouting ASTM C 881, Typed &I, Grade 2, 7/02
Tamms Industries ‘;ZZSWE compound used to bond fresh to hardened concrete and Class B & C
Becky Ziegler @ 800 218 2667, IL (Illinois) -
Local Rep.: Tamms Industries
720 929 8366
02-015 Duralcrete, LV & Gel Pro.duct is a two part, 100% solids, moisture inseunsitive\epoxy ASTM C 881-90, Type I & 1V, 6/02
Tamms Industries resins that are formulaied to bond hardened fonQ¢iao Grade 1, Class B & C; Type I & IV,
Becky Ziegler @ 800 218 2667, IL (Illinois) ' Grade 3, Class B & C; Type I, Grade
Local Rep.: Tamms Industries 1, Class B & C.
720 929 8366
02-017 Tamms FIeXOIith, LV & Gel Produgrds &t modulus, low lemperature epoxy binder for ASTM C 881-90, Type 111, Grade 1, 6/02
Tamms Industries aggrigaienibedded overlay applications. Class A & B; Type 111, Grade 3,
Becky Zieglere @ 800 218 2667, IL (Illinois) Class A & B; Type III, Grade 1,
Local Rep.: Tamms Industries Class A & B.
720 929 8366
97-174 U |trabond 2200 Produlct ;sl a(/tiwo com;};oneﬁ%]()()? szZids,lhigh stre;tgth, ASTM C 881 10/00
. ceramic blend epoxy that is hi-mod and a slow cure for
U@S Anchor Corp(orl'atlo;\ anchoring or repairing concrete.
800 872 3330, FL (Fleriag
Local Rep.: Utah Fagteners
801 #6¢,6116
01-014 Ty oo 11l Dot Product is a solvent-free, moisture insensitive, Low Modulus, ASTM C 881, Type III, Grade 1, 7/02
= . two component epoxy binder for concrete overlays on bridges
Unitex . . ; Classes B & C.
Jerry Byrne @ 816 231 7700, MO (Missouri) and elevated slabs. Also for use in epoxy mortar for patching.
Local Rep.: Intermountain Concrete Specialtie
801 486 5315
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

A.2 Bonding/Primer Epoxies

92-127

92-129

92-131

92-185

92-301

ProPoxy 300 Fast

Unitex

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801 486 5311

Product Description and

Manufacturer Suggested Use

Product is a two component, 100% solids, solvent free, moisture

insensitive structural epoxy adhesive.

Vendor Certifies

Compliance With:

ASTM C 881, TypeA &\IVs Grade 3,
Class B & C

8/02

Pro-Poxy 200

Unitex

Gerry Byme @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801486 5311

Product is a solvent-free, moisture insensitive, two.compgnent
epoxy adhesive that structurally bonds new corsretisto old
concrete.

ASTM C 881, Type I & 11, Grade 2,
Class B& C

8/02

Pro-Poxy 100LV

Unitex

Gerry Byme @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801486 5311

Produgtds & selient free moisture insensitive, low viscosity, high
strength, iwo component, general purpose epoxy resin adhesive.

ASTM C 881, Type LILIV &V,
Grade 1, Class B & C

8/02

Pro-Poxy 50 Super LV

Unitex

Gerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermougitain Concrete Specialties
801 #8¢,5311

Product is a solvent free, moisture insensitive, super low
viscosity, high strength, two component general purpose epoxy
resin adhesive.

ASTM C 881, Type I, Il & V, Grade
1,Class B& C

8/02

Unitex ProPoxy 300

Unitex

Jerry Byrne @ 816 231 7700, NY (New York)

Local Rep.: Intermountain Concrete Specialties
801 486 5311

Product is solvent-free, moisture insensitive, low modulus, two
component epoxy binder.

ASTM C 881, Type L IL IV & V,
Grade 3, Class B & C

8/02
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.2 Bonding/Primer Epoxies
92-302 Unitex ProPoxy Type I" DOT Product is solvent-free, moisture insensitive, low modulus, two ASTM C 881, TypeAil) Grade 1, 8/02
. Unitex component epoxy binder. Class B & C
Jerry Byrne @ 816 231 7700, NY (New York)
Local Rep.: Intermountain Concrete Specialties
801 486 5311
99-064 Res Con 304 Product is a two component epoxy injection resin_system ASTM C 881, Type 1, Grade 3, Class 10/00
f designed to structurally rebond cracks, delamimalions and
Unitex ey e e A-E
Jerry Byme @ 816 231 7700, NY (New York) hollow planes in concrete surfaces.
Local Rep.: For Shor
801487 1656
99-069 Pro-Poxy 204 P}’Ddlft(" ¢ Sellent-free, two component epoxy adhesive that ASTM C 881, Type LIL IV &V, 10/00
Unitex strucyurally bonds new concrete to old concrete. Grade 2, Class B & C
Jerry Byrne @ 816 231 7700, NY (New York)
Local Rep.: ICS
801 486 5311
Pro-Pox T e 1] DOT Product is solvent free, low modulus, two component epoxy ASTM C 881, Type III, Grade 1,
99-162 Unitex y yp binder for concrete overlays on bridges and elevated slabs. Class B & C P 3/02

Jerry Byrne @ 816 231 7260y MO"(Missouri)
Local Rep.: Intermougitain Concrete Specialties
801 #8¢,5315

A.3 Repair Ezoxies
Kem ko 068 LoVis IR Product is a two component, very low viscosity epoxy resin ASTM C 881, Type IV, Grade 1 10/00

00-093 ChemCo Systems, Inc. errljf:tzrfor structural repair of cracks and delaminations in
John Bors @ 650 261 3790, CA (California)
Local Rep.: None
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.
CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date

A.3 Repair Epoxies
Rescon Injection Resin Product is 100% solids, high modulus, moisture tolerant high ASTM C 881, TypeA; 15, IV and V, 8/02

02-038 Dayton Superior Chemical Corp. viscosity epoxy adhesivefor g)javity_ﬁsed crack repair in concrete Grade 1, Class R &.&
OF masonry or pressure injection.
Darryl Anderson @ 303 286 9071, CO (Colorado)
Local Rep.: Forshor
801 487 1656
os-113  Surednject (-56) e ot s dios weced STV € 881, Type I Grade 1 10/00
Ea¥to£1 Sugegr(;‘l) ;4(;2:2;";; I(Iﬁo rp) into conc"rete cfacks for Structurfl repal:r. YV ’
at Fordham N 1mois
Local Rep.: Dayton Superior (Pat Fordham)
801 942 0057
97.00s  Eva Pox Injection Resin No. 4 Producids bl component, 100 % solid, on-shrink cpoy — ASTM C 881, Type I & IV, Grade 1, 10/00
E-Poxy Industries, Inc. resin ,;vstcmjor use in grouting and epoxy metering eqzt?pm'ent. Class B & C
[or s\ructural repair of cracked concrete by pressure injection or
@ 518 465 7850, NY (New York) wroliting. May be used in monolithic restoration of delaminated
Tocal Rep.: Intermountain Concrete, Inc. concrete. Acts as a grouting material when mixed with
801 486 5311 asgregate.
97-008 Eva POX LOW Viscosity !:]je Ltion No_ 5 Prodyct is a two pgrt, 100% soit;d epoxy resin syst?m, {'dealfor ASTM C 881-90, Type [ & 1V, 10/00
E-Poxy Industries, Inc. Z;;é:“e;f ‘;’;Vl;fgs‘;xgl;ye‘gl’:;o f;rro;;z:mml repair of cracked 546 1, Class B & C
@ 800 833 3400, NY (New Yoik) ' '
Local Rep.: Intermouiitain Concrete, Inc.
801 #86¢,5311
Evai\Fox Epoxy Paste #22 Product is a 100% solids, two component, highly thixotropic ASTM C 881, Type 1, Grade 3, Class 10/00
97-010 - epoxy paste, used for patching vertical and horizontal surfaces, /
E-Poxy Industries, Inc. : ' e © B&C
sealing cracks, and pressure injection for concrete.
@ 518 465 7850, NY (New York)
Local Rep.: Intermountain Concrete, Inc.
801 486 5311
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ID # [X-File #] Product Trade Name / Manufacturer

Product Description and Vendor Certifies

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.3 Repair Epoxies
97-015 EVa POX COId Cure Injection, ReSin NO_45 Produ'ct is a two component, 1'()0% So'lids epoxy resin system ASTM C 881, Typed; Grade 1, Class 10/00
E-Poxy Industries, Inc. proe;fallyformulatedfor application in low temperatures down A
@ 800 833 3400, NY (New York) ‘
Local Rep.: Intermountain Concrete, Inc.
801 486 5311
96-164 BurkE poOXy LV Product is a low viscosi{y, 100% solids, long put\ life epoxy ASTM C 881, Type II, Grade 1, 10/00
EDOCO system designed to flow into small cracks or gentigsd areas. Class C
Howard Uyeno @ 310 834 3401, CA (California)
Local Rep.: Intermountain Fastening Systems
801 466 0307
97-172 BurkEpoxy NS Productds & M0% s?lids, {ongpot life, non-sag consistency ASTM C 881, Type II, Grade 3, 10/00
EDOCO epoxinsysiem to repair vertical and overhead surfaces. Class B; Type I, Il & V, Grade 3,
Jan Winn @ 310 834 3401, CA (California) Class C; Type VI, Grade 3, Class D,
Local Rep.: Intermountain Fastening Systems E&F
801 466 1004
99-057 Five Star Injection Gel Product QS a multts;llrgose, tw(/jo compomjcnt, JUQ% Solitjs/2 . ASTM C 881 Types , IL IV & V, 10/00
. structural epoxy adhesive used as a crack repair up to 1/2 in.
Five Star Products, Inc. and anchor grouting Grade 3, Classes B & C
Chris Piekos @ 203 336 7900, (T (Connecticut)
Local Rep.: Gene Sjlyey/Five Star
360 225 6468
95-119 NitcHi Gel 53 Product is a two component, epoxy adhesive injection gel. Used ~ ASTM C 881 , Type IV & V, Grade 10/00

Fosroc Inc.
Brett Cline @ 800 645 3954, IN (Indiana)
Local Rep.: Rustler Specialities

801299 0508

for structural repair of cracked concrete by resin injection from
1/8 to 1/4 in. width, and also suitable for mechanical anchor
grouting of bolts, dowels, etc.

3, Class B
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

A.3 Repair Epoxies

01-022

99-108

96-151

00-078

02-014

Product Description and

Vendor Certifies

Contact Reference Manufacturer Suggested Use Compliance With: Date

Cl 060 EPI070 EP Crack Injection System Product is a 100% solids crack injection epoxy formulated for ASTM C 881, TypeAV)\Grade 1, 3/02
Hilti. Inc repair of concrete columns, beams, floor slabs, walls, etc. Class B
Christian Fogstad, PE @ 970 494 1666, CO (Colorado)
Local Rep.: Hilti, Inc.

801 209 7004
RM 705 EP Vertical/Overhead Repair Gel  Product is a nwo component gel epoxy designed forrepdison - ASTM C 881 10/00
Hilti. Inc vertical and overhead surfaces.
William Gould @ 719 282 8719, CO (Colorado)
Local Rep.: 801 487 1502
Sikadu r 55 SLV A rx;»o—r}‘lvm]T 7:.0’5}100%};\011'@ epoxy %’rflclf he;ler/pgnetrating ASTM C 881 10/00
Sika Chemical Corporation sealers, naying a ast trq 1c time to minimize downtime
Scott Issac @ 801 282 5440, UT (Utah)
Local Rep.: Intermountain Concrete/Smalley & Co.

801 3559527
Dural Fast Set Epoxy Gei Prqducgis @ iwo part hwz/ soﬁdi moisire ;jnsenn‘v? wow ASTM C 881, Type I & IV, Class A 10/00

. resin. Designed as a high strength adhesive for use in repair o,

Tamms I?du?@trles ohio) vertical and overhead structural concrete. & B, Grade 3
Kristin Carlson @ 800 212 26677 OH (Ohio
Local Rep.: For-Shoz#Steve Bright(801 487 1656)

303 483 1977
Duraiith’ LV & Gel Product is a two component, low temperature cure, moisture ASTM C 881-90, Type 1&1V, 6/02

Tamms Industries
Beck Ziegler @ 800 218 2667, IL (Illinois)
Local Rep.: Tamms Industries

720 929 8366

insensitive, 100% solids epoxy compounds, high modulus binder
for patching and grouting.

Grade 1, Class A & B; Type [ & 1V,
Grade 3, Class A & B; Type I, Grade

1, Class A & B.
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Product Description and

Vendor Certifies Rev.

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
A.3 Repair Epoxies
01-012 PrO-Poxy 300 Fast Product is a solvent-free moisture insensitive structural epoxy ASTM C 881-90; Typeysl & 1V; 3/02
- Unitex adhesive with a very rapid cure. Grade 3; Classes B\3.@
Jerry Byrne @ 816 231 7700, MO (Missouri)
Local Rep.: Intermountain Concrete Specialties
801 486 5315
98-090 U re-FaSt PF-60 Product is a rapid sef two pt{rt urethane liquid pn'vlrefl mato Contact Research Division for 6/01
Ure-Fast Industries/Sullivan Supply f;j;ye)’ concrete repair material (not 10 be copfuaQith an additional information (801) 965-
K. C. Sullivan @ 800 201 9300, WA (Washington) ' 4314.
Local Rep.: Sullivan Supply
F. Culverts & Drainage Strct.
96-050 Man hole Step ML-1 0, MSN-1 0 Frodudwis a 0.5" diameter deformed reinforcing steel manhole ASTM C 478 and OSHA when 10/00
American Manhole Step Co., Inc. <& e S”;ilateld in a high-impact cop ”lya,'f"frp olypropylene properly installed
Crai {liams @ 770 467 9844, GA (Georgia) outer layer. Ideal for corrosive sewer conditions.
gWi )
Local Rep.: American Manhole Step Co., Inc.
770 467 9844
96-155 A-2 Liner Pipe P;jo'cluct is a PVCpipe. designed for repair ar'td re'ehabilitatim"l of  ASTM F 949-93a (or latest revision), 10/00
Contech Construction Rr¢ducts, Inc. Ztill;rfilif:ddergmund pipe, where open trenching is not practical ASTM D 1784, ASTM D 3212,
Rich Larson @ 801 2@3 38¢73, UT (Utah) ASTM F 477
Local Rep.: Neag
96-156 Hel-cor Aluminized Steel Pipe Product manufactured from steel coils dipped in aluminum, AASHTO M 274 and M 36 10/00

Contech Construction Products, Inc.
Richard Larson @ 801 363 3873, UT (Utah)

Local Rep.: None

fabricated with lock or welded seams. It offers the corrosion
resistance of aluminum with the strength and economy of steel
pipe.
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98-012

99-067

Product Description and

Vendor Certifies Rev.

Contact Reference Manufacturer Suggested Use Compliance With: Date
F. Culverts & Drainage Strct.

Str|pd rain 1 00, Str|pd rain 80 Product is a geocomposite drainage system designed to operate ASTM D 1621 and ASTM.D 4716 10/00
Contech Construction Products, Inc. as a highway edge drain or french drain.
Gary Newton @ 334 277 1250, AL (Alabama)
Local Rep.: Contech Construction

801 363 3873
Ladtech Grade Rings Product'is an HQPE (high densirypolyeth{yene) manholéring; HS-25 and ASTM D 1248-84 (for 10/00
Ladtech Incorporated alternative material for precast concrete ringgs HDPE)
Dwight Weidrich @ 877 235 7464, MN (Minnesota)
Local Rep.: Mountain States Pipe & Supply

800 777 7173
Steel Ribbed Polyethylene Pipe Steel rik{ed\valyethylene pipe for use as an alternative drainage ~ ASTM 978, ASTM A 742 & 10/00

97-247

99-135

02-047

Pacific Corrugated Pipe Co.
Andy Iturriria @ 714 650 4555, CA (California)

Local Rep.: None

pipe\Noik: check with Hydraulics Division for applicable pH
ltangeand terrain type before selecting this product.

AASHTO M 246 for SRP Polymer
Precoated Protective Film

Multi-Flow Drain System
Varicore Technologies
Arnold Plowman @ 320 978'80\7, MN (Minnesota)
Local Rep.: Mountaig Statds Supply
801 (84 8385

Product is a high density polyethylene core molded into the
shape of inter connected corrugated pipes. Recommended for
groundwater management in highways and roads.

ASTM 2412, ASTM D 4716, ASTM  10/00
D 1621 & ASTM D 1248

Maintiole Protector Ring
Work Area Protection Corporation
Peter Mackenzie @ 800 327 4417, IL (Illinois)

Local Rep.: None

Product is a reusable manhole protector ring made of 100%
recycled rubber, recommended to give protection to manholes
exposed up to 2.5 inches high.

Performance data. 7/02
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
J.1 PCC Repair Mtls.- Horizontal
SD-1 048 Product is a concrete polyester fast patch that has been ASTM C 928, UDQT Matstials Test 8/01
00-105 . laboratory tested and complied with UDOT criteria. . e
Border Industrial, Inc. for Bond and Durability

Wade Olson @ 800 898 8769, ID (Idaho)

Local Rep.: Stanley Carper
801 5752994

99-166 Rapid Set Non-shrink Grout Product is a fast set multipurpose grout for concreate repgir. ASTM C 928, UDOT Materials Test 10/00
CTS Cement Mfg. Co. for Bond and Durability.
C. B. Chuck Vetsch @ 509 536 4138, WA (Washington)
Local Rep.: White Cap Industries
801463 2770

99-168 Rapid Set Concrete Mix ;rodl,fr’ is o rapud sgt cemerft, with sand and gravel for fast, ASTM C 928, UDOT Materials Test 10/00
CTS Cement Mfg. Co. igh\uength patching repairs. for Bond and Durability.
C. B. Chuck Vetsch @ 509 536 4138, WA (Washington)
Local Rep.: White Cap Industries
801 463 2770
00-047 Thoroc 1 0-60 Rapid Mor‘:a[ Produ?t is a fast setting concrete repair mortar, designed for ASTM C 928, UDOT Materials Test 10/00
Chemrex, Inc. carly strength. for Bond and Durability.
Fraser MacPhee @ 801 97170687, UT (Utah)
Local Rep.: Saunderg& Assoc.
801 54,2955
99-041 P’a“,'g_ Patch 3000 Product is a cementitious fast setting concrete repair material. ASTM C 928, UDOT Materials Test 10/00
Conspec Marketing & Manufacturing, Co for Bond and Durability.
Mike LeMark @ 800 348 7351, KS (Kansas)
Local Rep.: Champion Fabricating-Supply Co.
801 566 1211
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.
CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date

J.1 PCC Repair Mtls.- Horizontal

97-035 Burke Fast Patch 928 Product is a one component, cement bas.ed system containing ASTM C 928, UDQT Matekials Test 10/00
EDOCO polymers and fibers formulated for making fast repairs to for Bond and Durdbility.

. . concrete.
Stan Stratton @ 310 834 3401, CA (California)
Local Rep.: Intermountain Fastening Sysems
801 466 0307

Euco-speed Product is a very rapid setting cementitious material for ASTM C 928, UDOT Materials Test 10/00
Euclid Chemical Company patching and repair of concrete surfaces. for Bond and Durability.
@ 801 359 2044, OH (Ohio)
Local Rep.: Apex Building Specialties
801 359 20244

97-217

Dura patch H iway Productds a oue comgonent, fiber reinforced cement based UDOT Materials Test for Bond and 1/02
L&M Construction Chemicals cgn e Nepdir material. Durability.
Larry Schwietz @ 402 453 6600, NE (Nebraska)
Local Rep.: Pride West
801 973 2049

97-081

Emaco T 41 5 Product is a high performance repair mortar resulting in high ASTM C 928, UDOT Materials Test 10/00
Master Builders. Inc early strength at a wide range of temperatures. for Bond and Durability
y . .
Chris Ball @ 216 831 5509, QH (Ghio)
Local Rep.: Conesco
801 0728777

98-078

QL‘:&II ete Rapid Road Repair #1 242 Product is a cementitious fast set concrete repair material. ASTM C 928, UDOT Materials Test 1 0/00
Quikrete Companies for Bond and Durability.
Jim Hicks @ 770 216 9580, GA (Georgia)
Local Rep.: David Cambre
801 973 9990

98-109
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

J.1 PCC Repair Mtls.- Horizontal

00-042

00-043

00-044

00-046

Transpatch
US Mix Products Company
Gregg Freeman @ 303 778 7227, CO (Colorado)

Local Rep.: None

Product Description and

Manufacturer Suggested Use

Product is a blend of portland cements, aggregates and
admixtures to provide a rapid setting concrete fast patch repair
material.

Vendor Certifies

Compliance With:

ASTM C 928, UDQT Materials Test
for Bond and Durability.

10/00

US Spec. Multi Purpose Grout
US Mix Products Company
Gregg Freeman @ 303 778 7227, CO (Colorado)

Local Rep.: None

Product is a high flow, high strength, non shrink.non metallic
grout. Manufacturer furnished successful testweSutits,in 2001.

UDOT Materials Test for Bond and
Durability.

9/01

US Spec General Purpose Grout
US Mix Products Company
Gregg Freeman @ 303 778 7227, CO (Colorado)

Local Rep.: None

Produgtds & migh strength, non metalic, non shrink general
purppse grout. Manufacturer furnished successfull test results in
L0or;

UDOT Materials Test for Bond and
Durability.

9/01

US Spec Highway Patch

US Mix Products Company
Gregg Freeman @ 303 772 7227 CO (Colorado)

Local Rep.: None

Product is a high strength, fast setting, fiber reinforced concrete
repair material.

ASTM C 928, UDOT Materials Test
for Bond and Durability.

10/00

J.2 PCC Repa:!~ Mtls. - Vertical/Overhead

98-093

Burke V/O Patch
Burke-EDOCO
Dick Stevens @ 888 287 5387, CA (California)
Local Rep.: Intermountain Fastening, Inc.
801 466 0307

Product is a one or two component polymer modified portland
cement based concrete repair material specifically designed for
high build structural or non-structural repairs to vertical and
overhead surfaces.

ASTM C 109, ASTM C 157 and
UDOT Materials Test for Bond and
Durability.

10/00
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ID # [X-File #]

Product Trade Name / Manufacturer

CATEGORY

Contact Reference

J.2 PCC Repair Mtls. - Vertical/Overhead

97-146

97-216

95-073

98-079

97-072

American Sr V/O Concrete
EDOCO
Jan Winn @ 310 834 3401, CA (California)
Local Rep.: Pride West

801 973 2049

Product Description and

Manufacturer Suggested Use

Product is a high strength permanent concrete repair material
for vertical and overhead concrete repair.

Vendor Certifies

Compliance With:

ASTM C 109, ASTM G, 157 and
UDOT Materials Restfor Bond and
Durability.

10/00

Euco Verticoat
Euclid Chemical Company
@ 215 531 9222, OH (Ohio)
Local Rep.: Apex Building Specialties
801 359 2044

Product is a polymer modified cementitious mortgrused for
vertical and overhead concrete repairs.

ASTM C 109 and UDOT Materials
Test for Bond and Durability.

10/00

EMACO S77

Master Builders

Lane Tribe @ 303 237 3243, OH (Ohio)

Local Rep.: Conesco Distributors
801972 8777

Productds a,oue component, silica fume enhanced, cementitious
repalymaierial for formed overhead and vertical applications

ASTM C 109, ASTM C157and
UDOT Materials Test for Bond and
Durability.

10/00

EMACO S 88 CI
Master Builders, Inc.
Fraser MacPhee @ 801 9717240, UT (Utah)
Local Rep.: Conesce
801 0728777

Product is a rheoplastic, shrinkage compensated, cement-based
repair mortar for vertical and overhead concrete repairs.

ASTM C 109 and UDOT Materials
Test for Bond and Durability.

10/00

Siikatop 123 Plus

Sika Corporation

Scott Isaac @ 801 282 5440, UT (Utah)

Local Rep.: Intermountain Concrete/Smalley & Co.
801 3559527

Product is a two component, polymer-modified, portland cement,
fast setting, non-sag mortar for structural repair of vertical and
overhead concrete surfaces.

ASTM C 109, C 157 and UDOT
Materials Test for Bond and
Durability.

10/00
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.

CATEGORY Contact Reference Manufacturer Suggested Use Compliance With: Date
J.2 PCC Repair Mtls. - Vertical/Overhead
97-087 Sikatop 122 plus Product is a two component, poylmer modified, portland cement, ~ ASTM C 109, and UDDQT Materials 10/00

fast setting, trowel grade mortal. May be used for structural
repairs on horizontal or vertical concrete surfaces.

Sika Corporation Test for Bond and\Durability.
Scott Issac @ 801 282 5440, UT (Utah)
Local Rep.: ICS/ Smalley and Comp.

801 486 5311

97-088 Sikatop 1 26 plus Product is a two-component polymer modified, cementitiqus ASTM C 109, and UDOT Materials 10/00
F . ready to use repair mortar for vertical and overhégd.concrete -1
Sika Corporation repars Test for Bond and Durability.
Scott Issac @ 801 282 5440, UT (Utah)
Local Rep.: Intermountain Concrete/Smalley & So.
801 486 5311
99-028 Sika Re pair SH B Producffs a wt" component, cementiti‘om -ready to use repair ASTM C 109 and UDOT Materials 1 0/00
Sika Corporation morfyue foxvertical and overhead applications. Test for Bond and Durability.
Mark Tharnish/ Scott Isaac @ 801 282 5440, UT (Utah)
Local Rep.: Intermountain Concrete/Smalley & Co.
801 486 5311
Sonopatch 200 Product is a two component polymer modified cementitious ASTM C 109, ASTM C 157 and 10/00
97-308 Sonneborn mortar for concrete repairs on overhead and vertical surfaces. UDOT Materials Test for Bond and
Mike McDonald @ 800 43595 i7,"MN (Minnesota) Durability.
Local Rep.: Apex Bugding Specialties
801 8592044
00-041 QL‘:QK Set 20 Product is a cementitious, fast setting patching material for ASTM C 109, C 157 and UDOT 10/00
US Mix Products Company horizontal, vertical and overhead applications. Materials Test for Bond and
Gregg Freeman @ 303 778 7227, CO (Colorado) Durability.
Local Rep.: none
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ID # [X-File #] Product Trade Name / Manufacturer
CATEGORY Contact Reference

Z. Asphalt Release Agents

Asphalt Release
Brody Chemical Company
David Crosthwait @ 801 963 2436, UT (Utah)

Local Rep.:

96-011

Product Description and

Manufacturer Suggested Use

Product is a biodegradable asphalt release agent.

Vendor Certifies Rev.
Compliance With: Date

UDOT Materials diyiSign test for 10/00
"Asphalt Release Agents".

96-098 QUiCk Slide {Jraduc:t is an asphalt release agent containing no.hazardous UDOT Materials division test for 10/00
Lyn Distributing ingredients "Asphalt Release Agents".
Mike Hampton @ 801 295 5022, UT (Utah)
Local Rep.: Lyn Distributing
801 295 5022
96-010 Bioact AR-405 Produgids & dicdegradable asphalt release agent. UDOT Materials division test for 10/00
Petroform Incorporated "Asphalt Release Agents".
Teresa M. Buechler @ 904 261 8286, FL (Florida)
Local Rep.:
97-237 Spectraphalt DMX-7 Product is an asphalt release agent. UDOT Materials division test for 10/00
Spectraphalt, LLC "Asphalt Release Agents".
David Zaugh @ 888 880 3597, Ii7 (illinois)
Local Rep.: None
97-073 g:;c:,oat I}ZZZI:;Z;; ZZ;;;;Z%T release agent which contains no 'I'JDOT Materials diViSiO‘f‘l test for 10/00
arr Products Asphalt Release Agents".

Doug Arbuthnott @ 707 747 6108, CA (California)
Local Rep.: same as above
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ID # [X-File #] Product Trade Name / Manufacturer Product Description and Vendor Certifies Rev.
Manufacturer Suggested Use Compliance With: Date

CATEGORY Contact Reference

Z. Asphalt Release Agents
Tec Shield Product is an asphalt release agent. UDOT Materials dixi§ien test for 10/00

99-065 Tec-Team Industries, Inc. "Asphalt Release Agents".
John M. Byrne @ 770 433 9220, GA (Georgia)
Local Rep.: Cate Equipment
801 733 2900
92-164 Thermal Slide Asphalt Release Product is a water-soluble asphalt release agent. UDOT Materials division test for 10/00
The ChemMark Corporation "Asphalt Release Agents".
Mark DeLong @ 817 236 6153, TX (Texas)
Local Rep.: 702 521 4929
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